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EPS Series 
Single Stage

8 different 
models due to 

their flow
 

High pressure 
radial piston 

pump

220/380V, 50Hz, 
3-phase electric 

system
 

Design supplying 
carriage and 
usage facility  

EPS Series 
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bar

l / min 1,0 1,3 2,0 2,5 3,6 5,0 6,6 8,0

kw 1,1 1,5 2,2 3,0 4,0 5,5 7,5 9,0

rpm

liter 44 60 87 120

liter 35 48 70 96

bar

kg 65 70 85 90 119 155 203 249

Return Line Pressure

EPS-667 EPS-807Model No.

Power Pump Type

Working Pressure

Displacement

Single Stage

700

EPS-107 EPS-137 EPS-207 EPS-257 EPS-367 EPS-507

Motor Power

Motor Rpm

Reservoir Capacity

Usable Oil Capacity

Directional Control Valve

Pressure Control Valve

Motor Specifications

Motor Remote Control

Weight

1400

24

20

32

25

150

4 Way - 3 Position Manual

20-700 bar Adjustable Pressure Regulator Valve

220/380 V., 50Hz, 3-phaze

With 3 meter Cord

 EPS Series

Single Stage

8 different models due to their flow

High pressure radial piston pump

2 different types of valve for single and double acting cylinders 

220/380V, 50Hz, 3-phase electric system 

Design supplying carriage and usage facility 

Maximum 700 bar working pressure 
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