
DATA SHEET 

HYDRAULIC 
SYSTEMS FOR 
BRIDGE 
CONSTRUCTION 
AND 
REPAIRS 

HDA Series 
Double acting

Hydraulic return 
150-1000 ton capacity

100-350 mm stroke 
Totally 53 models

HDA Series 

ersin
Vurgu



A B C D

Stroke
Closed
 Height 

Outside
 Diameter

Rod
 Diameter 

ton mm mm mm mm cm² cm³ kg

HDA-15010 100 275 1132 74,0

HDA-15015 150 325 1698 85,5

HDA-15020 200 375 2264 97,0

HDA-15025 250 425 2830 108,5

HDA-15030 300 475 3396 120,0

HDA-15035 350 525 3962 131,5

HDA-20010 100 290 1540 101,0

HDA-20015 150 340 2310 116,0

HDA-20020 200 390 3080 131,0

HDA-20025 250 440 3850 146,0

HDA-20030 300 490 4620 161,0

HDA-20035 350 540 5390 176,0

HDA-25010 100 300 2140 137,0

HDA-25015 150 350 3210 157,0

HDA-25020 200 400 4280 177,0

HDA-25025 250 450 5350 197,0

HDA-25030 300 500 6420 217,0

HDA-25035 350 550 7490 237,0

HDA-30010 100 325 2836 183,0

HDA-30015 150 375 4254 209,0

HDA-30020 200 425 5672 235,0

HDA-30025 250 475 7090 261,0

HDA-30030 300 525 8508 287,0

HDA-40010 100 365 3629 290,0

HDA-40015 150 415 5443 326,5

HDA-40020 200 465 7257 363,0

HDA-40025 250 515 9072 399,0

HDA-40030 300 565 10886 434,5

200
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Weight

225 120 213,82

380 215 572,56

283,53

363,05

433,74

Model No.
Capacity

Effective
 Area

150

Oil
 Capacity

HDA Series

Double acting 
Hydraulic return 
150 - 1 000 ton capacity 
100 - 350 mm stroke 
T otally 58 models 
700 bar maximum 
operating pressure



A B C D

Stroke
Closed
 Height 

Outside
 Diameter

Rod
 Diameter 

ton mm mm mm mm cm² cm³ kg

HDA-50010 100 390 4524 390

HDA-50015 150 440 6786 435

HDA-50020 200 490 9048 480

HDA-50025 250 540 11310 525

HDA-50030 300 590 13542 570

HDA-60010 100 415 5310 515

HDA-60015 150 465 7965 570

HDA-60020 200 515 10620 625

HDA-60025 250 565 13275 680

HDA-60030 300 615 15930 735

HDA-70010 100 430 6606 621

HDA-70015 150 480 9909 662

HDA-70020 200 530 13212 703

HDA-70025 250 580 16515 744

HDA-70030 300 630 19818 785

HDA-80010 100 450 7068 720

HDA-80015 150 500 10602 791

HDA-80020 200 550 14136 862

HDA-80025 250 600 17670 933

HDA-80030 300 650 21204 1004

HDA-100010 100 500 9080 1058

HDA-100015 150 550 13620 1151

HDA-100020 200 600 18160 1244

HDA-100025 250 650 22700 1337

HDA-100030 300 700 27240 1430

Model No.
Capacity

Effective
 Area

Oil
 Capacity

Weight

700 500 290 1017,88

1000 605 340 1452,20

800 530 300 1134,11

500 420 240 706,86

600 465 260 855,30

HDA Series

Double acting 
Hydraulic return 
150 - 1 000 ton capacity 
100 - 350 mm stroke 
T otally 58 models 
700 bar maximum operating 
pressure
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Merkez Mah. Çavuşbaşı Cad. No.42 D.5-8 Çekmeköy 34782 İstanbul - Türkiye

P: +90 216 313 11 13 pbx

info@sareglobal.com • www.sareglobal.com
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